
Product Selection Guide
Retaining

ENGINEERING ADHESIVES EIMEA

Our “R” series durably and reliably retains threads, shafts & bearings. Generally, the need to dismantle these joints easily is not 
required. Therefore, the high strength retainers of the Vibra-TITE “R” series range meet the requirements of these types of joints. 
Even when the retainers cure at room temperature, multiple strength values can be achieved, compared to assembly methods 
where adhesives have not been used.

Your advantages:
• Small gaps can be bridged which allows for less costly designed mating parts
• Friction corrosion is avoided
• Assembly of parts having different elongation figures is possible

IMPORTANT: It is the user’s responsibility to test and determine the suitability of a product for the user’s intended use. Any product samples provided for testing are provided in 
accordance with standard limited warranties as stated on our technical data sheets. 

© H.B. Fuller Company, 2026	

Join the Conversation     |     www.hbfuller.com/connect

For more information about our company, visit www.hbfuller.com

ABOUT H.B. FULLER
Since 1887, H.B. Fuller has been a leading global adhesives provider focusing on perfecting adhesives, sealants and other specialty chemical products to improve products and lives. H.B. Fuller’s commitment to 
innovation brings together people, products and processes that answer and solve some of the world’s biggest challenges. Our reliable, responsive service creates lasting, rewarding connections with customers in 
electronics, disposable hygiene, health and beauty, medical, transportation, aerospace, clean energy, packaging, construction, woodworking, general industries and other consumer businesses. And, our promise to 
our people connects them with opportunities to innovate and thrive.

Required 
Viscosity

Product Technology Key Properties Colour Gap Filling
Temperature 
Resistance

Setting
Time

High, for 
precise joints

RL 67
Anaerobic 
Adhesive

For cylindrical parts such as bearings, 
shafts, bushes, rotors, studs, etc;  
low viscosity.

Green 0,04 to 0,13 mm -50 to +150 °C

High, for 
large gaps

RH 98
Anaerobic 
Adhesive

High temperature resistance; gap 
filling; for dynamic loaded parts. It 
can be used also for high resistance 
threadlocking.

Green 0,10 to 0,30 mm -50 to +200 °C 10 s to 30 s

Medium RM 88
Anaerobic 
Adhesive

High temperature resistance; for 
cylindrical parts such as bearings, 
bushes etc.

Green 0,05 to 0,15 mm -50 to +180 °C 20 s to 45 s

High RH 99
Anaerobic 
Adhesive

Retainer with high strength, high 
viscosity, high temperature resistance; 
for dynamic loaded parts such as in 
pumps, gearboxes and electric motors.

Green 0,10 to 0,25 mm -50 to +180 °C 10 s to 30 s

10 s to 30 s


