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ENGINEERING ADHESIVES EIMEA

Vibration may cause such problems as self-loosening of threads. With the Vibra-TITE “T” series, this  
problem is solved. It maintains the on-torque given on a thread, which prevents the self-loosening process. 
At the same time, it fills the voids in the threads, seals the threads and prevents corrosion.

It is simply applied out of the bottle or tube. A slight thixotropic nature of the products helps prevent the  
product flowing away and is responsible for optimal coverage of the thread. By selecting the correct  
Vibra-TITE grade, use of mechanical aids may not be necessary. 

IMPORTANT: It is the user’s responsibility to test and determine the suitability of a product for the user’s intended use. Any product samples provided for testing are provided in 
accordance with standard limited warranties as stated on our technical data sheets. 
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ABOUT H.B. FULLER
Since 1887, H.B. Fuller has been a leading global adhesives provider focusing on perfecting adhesives, sealants and other specialty chemical products to improve products and lives. H.B. Fuller’s commitment to 
innovation brings together people, products and processes that answer and solve some of the world’s biggest challenges. Our reliable, responsive service creates lasting, rewarding connections with customers in 
electronics, disposable hygiene, health and beauty, medical, transportation, aerospace, clean energy, packaging, construction, woodworking, general industries and other consumer businesses. And, our promise to 
our people connects them with opportunities to innovate and thrive.

Required 
Strength

Product Technology Key Properties Colour
Max. Size 
of Thread

Temperature 
Resistance

Setting      
Time

Low TM 11
Anaerobic 
Adhesive

Easy to dismantle thread locker,  
for precision screws. 

Violet M12 -50 to +150 °C 10 s to 30 s

Medium TM 44
Anaerobic 
Adhesive

Medium strength, thixotropic, for threaded 
joints which can be disassembled with 
standard hand tools. NSF S6 registered, 
potable water approval.

Blue M20 -50 to +150 °C 20 s to 45 s

High TM 66
Anaerobic 
Adhesive

Solvent free, high strength, medium 
open time. NSF S6 registered.

Green M20 -50 to +150 °C 10 s to 30 s

High TH 62
Anaerobic 
Adhesive

High viscosity, high strength, gap filling 
properties.

Red M24 -50 to +150 °C 10 s to 30 s


